Supp

25

Power Supply to Node Card Cable
Snake Shown - Others may have

different fault / status connections.

ly End
pin Male D

Node Card End
25 pin Female D

L - Off Status Black i 1
2 ~,_(Operate Status Red <j> 14
4 <i> Remote Status Green <i> 15
5 B P.S. Sum FIt Status gy e D 3
6 <j3 Error Signal Flt White <¢> 16
T bec Fit Red/Black o 4
8 } Remote OFF Cmd Orange/Black <i> i
9 & Remote STBY Cmd Green/Black D 5
10 (ﬁ) Remote OPERATE Cmd Blue/Black (ﬁ) 18
1 <i> Remote RESET Cnd ihite/Black <i> 6
12 & Quench Detected FIt  pjack/Red A 19
13 <i> Ring Security Flt Orange/Red Ef; 7
14 <I> +5V1 External Blue/Red <j) 20
15 <j> +5V1 External White/Red <j> 8
16 ® Spare . Red/Green D 2
17 <i> Magnetics 0/T Flt Orange/Green <i> 9
18 & +5V1 External Com Black/lhite & 22
19 <i> +5V1 External Com Red/White <i> 10
2 (o SPare Green/lhite o B
2Ly it Blue/lhite ol
22 o AC Phase FIt Black white/red o 24
2 spare Red  white/black ¢ L
2 (j) spare Green  white/red (j) 25
5 1, spare White  red/black & B
| |

Use 25 conductor cable




